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Abstract

The area of this research is to inspect the Williamson fluid flow through a
rotating stagnation point toward a reducing permeable wall included by a CuO-
TiO,/H,O (Copper oxide-Titanium dioxide/Water). The form considerations, as
well as the thermal radiation, Joule heating, buoyancy force, and heat generation/
absorption parameters, are considered. The enclosed boundary layers are stream-
wise by the shrinking sheet. PDEs are renovated into ODEs with the appropriate
transformations. For unique values of relevant parameters, the transmogrified
system of ODEs is calculated using the MATLAB tool with bvp4c. The friction
factor increased when GT and SA raised, but increasing W and Mn had the
reverse effect. Improving Q_and Ec increased the heat transference rate, but
growing Nr had the reverse effect.

Keywords

Williamson fluid, Thermal Radiation, Joule heating, Shrinking/stretching
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Introduction

In the latest generations, investigators and scientists have focused their
impressions on the inquiry of hybrid nanofluids, a novel form of fluid. Hybrid
nano-liquids are fluids with a better thermos-conduction impact than nano
liquids and regular liquids. The diffusion of twice kinds of nanoparticles in the
carrier liquid produces hybrid nano-liquids. The hybrid nanoparticle energy
transition has been developed mechanically to upsurge heat transmission in
numerous engineering and industrial processes. In evaluation to the standard
and base liquids, the hybrid nano-liquid exhibits a high thermal reliability,
heat pumps, heat capacitances, microelectronics, digital freezing, car heaters,
atomic control positions, coolant in lettering and engine apparatuses, nano-drag
consignments, vehicle control formation, remedy for cancer, and other usages of
hybrid nanofluid in manufacturing and engineering machines. Many academics
and scientists are doing surveys on hybrid nano-liquids as a significance of their
important applications.

Once an electrical current flows through a conductor and creates heat, it
is called a joule heating effect. The Joule heating impact is utilized in a variety
of gadgets and industrial operations. The Joule heating effects are used in food
dispensation, scanning electron microscopy, infrared-thermal descriptions,
electrical radiative space heaters, vivacious light bulbs, test centre aquatic baths,
electrical tabletop hotplates, garments irons, bonding irons, spiracle heaters, hair
dryers, and container heaters. For a variety of exponents and amplitudes {3, the
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parallel explanation of the Prandtl border layer equalization
telling bounded wall movements and symmetrical free-shear
streams determined by rotating velocities u_ (y) = B,y* is
determined by Weidman et al. [1]. The equations’ asymptotic
analysis reveals that o < -1 there are no similar solutions with
adequate algebraic decay. Explanations discovered at a = -1/2
and o = 1 link to an airy function wall jet and unvarying two-
dimensional Couette flow for wall-bounded flow. Labib et
al. [2] investigated the forced convective heat transference
of nano-liquids via a twice-phase mix model, providing a
new notion of heat transfer augmentation. Madhesh and
Kalaiselvam [3] explored the impact of thermos-features of
forced convection, thermos-conductivity, and heat transference
rate on the heat transport activity of hybrid nanofluid (copper-
titanium hybrid nanocomposite/water) flow via the tubular
heat exchanger. Sarkar et al. [4] provided a review of recent
research on hybrid nanofluids’ production, thermophysical
properties, heat transmission, pressure fall features, potential
uses, and obstacles. The mathematical simulation of mixing
convective heat transference coefficient in a 2D trapezoidal
lid-driven container loaded with nano-fluids warmed
downward was studied by Kareem et al. [5]. The research on
synthesizing, thermo-physical features, heat transmission rate,
hydrodynamic action, and fluid flow features was published by
researchers Babu et al. [6] on various hybrid nanofluids. Nabil
et al. [7] reviewed past work on the thermophysical features
of hybrid nano-liquids/nano-lubricants, including preparation
methods, instruments, development and advancement, and
hybrid effectiveness in terms of heat transference and pressure
drop. Sidik et al. [8] highlighted recent advancements in
hybrid nanofluid fabrication methods, issues impacting its
stability, approaches for improving thermal characteristics and
existing hybrid nanofluid uses.

Hydromagnetic is a division of physics dealing with
the performance of magneto and electrically leading liquids
such as seawater, fluid metallic element, electrolytes, and
plasma. Hydromagnetic is used in a variation of technical and
industrial usages, counting creators and electrical strainers, heat
swapper, power pumps, reactor freezing, electricity production,
plasma, MHD sensor, and magnetic drug marking, crystal
amplification, and so on. Numerous academics and scholars
are fascinated in learning behavior caused by the magnetic
effect, mostly in the condition of boundary layer flow matters.
Esfe et al. [9] proposed a system based on earlier studies
to guess the thermal conductivity of hybrid nano-liquids
including carbon nanotubes (MWCNT-MgO/water-EG
nano-liquids). An investigation studied by Vasanthakumari
and Pondy [10] of stable 2D laminal boundary layer flow
of an incompressible, viscid nanofluid with hydromagnetic,
considering heat production and suction. Mostafazadeh et
al. [11] used radiation and buoyancy effects to model heat
transference and laminal movement of a nanofluid in an erect
channel. They used single- and two-phase methods with given
surface temperature settings and prescribed surface heat flux
numbers. Waini et al. [12] investigated the unsteady flow and
heat transmission through an extended/shrinked surface in a
hybrid nanofluid. Khan et al. [13] used a thin revolution body
made of molybdenum-disulfide graphene oxide generalised
hybrid nano-liquids implanted in a porous medium to handle

the buoyancy flow. Through a tiny needle, Khan et al. [14]
inspected the magneto Williamson liquid uniting titanium
alloy particles. Qureshi [15] inspected the heat transference
and entropy of a time-independent Williamson nano-liquid
flow over a stretchy flat surface (an irregular flowing form)
in prospect of a single-phase model descripting for Cu-water
and TiO,-water nano-liquids. Asadi et al. [16] published an
investigation all earning on the representation, steadiness, and
dynamic viscosity of CuO-TiO /water hybrid nanofluids, in
which the chemical, microscopic, and surface construction of
CuO and TiO, nanosized elements were investigated with
X-ray deflection, Fourier-transform infrared spectroscopy, and
Turf emission skimming electron microscopy assessments. The
flow, heat transference, and entropy of electrically conducting
hybrid nanofluids (Copper Ethylene glycol (Cu-EG) nano-
fluid and Ferro-Copper Ethylene glycol (Fe,O4-Cu-EG)
over the horizontal penetrable stretch sheet were inspected
by Aziz et al. [17]. Chu et al. [18] used Lorentz’s forces on
mixed convection boundary-layer flow and heat radiation via
an upright cylinder to capture water as a normal fluid with
interruption of dual forms of hybrid nanosized particles, i.e.,
molybdenum disulfide and graphene oxide. Nisar et al. [19]
inspected the nonlinear influence of radiation on hybrid alloy
nanoparticle magnet flow in both stream-wise and cross
flow. Date et al. [20] employed template-assisted low-cost
procedures to produce 3D CuO/TiO, hybrid heterostructure
nanorod formalizes with noble-metal-free structure as the
photo Fenton-like catalytic agent for dye degression.

Enhancements in fluid heat transference amount have
resentful the attention of investigators and technologists
because of their many applications in the medicinal,
manufacturing, and technological fields. Heat transference
via the hybrid nano liquid has a wide range of applications
in mechanism and engineering discipline, chemical study,
and Dbiology, including food dispensation, protecting
resources, polymers, solar energy, and reactor fluidizations,
freezing of microchips, solar water boiler, geothermal power
removal, beaker creating, and hydraulic disruptions, among
others. Because of these numerous applications, numerous
investigators have investigated the influence of heat evolution
on numerous flow situations. The hydrodynamic performance
of a laminar mixing convective flow of an Ag-TiO, /water
hybrid nano-liquid in the entry area of a flat annulus with a
thermal boundary limit of constant heat flux at the interior wall
and an adiabatic external wall has been inspected numerically
by Albeshri et al. [21]. Ramzan et al. [22] focused on the
analysis of the hydromagnetic flow of an Ag-MgO/water
hybrid nano-liquid under slipping circumstances through
a spreading surface. Muhammad et al. [23] investigated the
unsteady squeezed flow of hybrid nano-liquid (CNTs + CuO)
and nano-liquid (CNTs) with base fluid water, as well as
melting impact, viscous dissipation, entropy production, and
Bejan number. Othman et al. [24] conducted research into the
flow and heat transference characteristics of a hybrid nano-
liquid containing CNTs on a porous exponential diminishing
surface, in addition to the impacts of a magneto field and a
heat source/sink. Khan et al. [25] inspected the Williamson
fluid flow over a rotating stagnation point near a shrinking or
extending porous wall included by CuO-TiO,/hybrid nano-
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liquid. Almaneea [26] investigated the use of Cu-Al,0,/
Glycerine. hybrid nanoparticles to improve energy and mass
transmission in hydromagnetic Williamson fluid.

'The crossflow caused via non-Newtonian fluid through a
stretchy or reducing sheet is explored close a rotating stagnation
point in the attendance of form variables, according to existing
research. Primary objective of this work is to fill this gap the
authors examine the Williamson fluid flow transporting hybrid
nano liquid (CuO-TiO,/water) over a reducing/extending
sheet while accounting for radiation, Joule heating, buoyancy
force, and heat generation/absorption parameters with the
extended work of [25]. For a particular range of shrinking/
stretching parameters, the similarity in many outcomes was
discovered. The numerical solutions obtained using the present
recommended model for hybrid nanofluid are thought to
open up new possibilities for scientists studying heat transfer.
For different settings, the skin friction and Nusselt number
have been calculated. Furthermore, for various parameters,
the behavior of hybrid nano-liquid velocity and temperature
is estimated in graphic form. However, research into this
flow over a reducing/extending sheet has not yet started. We
can be confident that the results of our computational work
are applied to any real-time issues in a variety of thermal
engineering fields, including energy production, heating and
cooling systems, and the design of new thermal systems,
medical science like as cancer therapy, industries, etc.

Experimentation
Mathematical formulation

Governing relations for shear thinning Williamson fluid
[25] are:
S==PI4+7, hete r= ﬂx+M 4
1-T'p
Where, P locations for pressure, I look for identity vector, T
suggestions the extra stress tensor, i and p_ exhibition for limit
viscidness at 0 and oo shear rate respectively, A, offerings the

Rivilin—Erickson tensor and f is \/1/ 2r,w = trace(Al )2 )

Here, we deliberate the case for which:

u,=0,I'p<1.

U,
T= ﬁ Al or T=ﬂ0(1+rﬂ)A1.

Over a porous shrinking/extending surface, a 2D
incompressible, viscid, and laminal boundary layer crossflow
and heat transference of a Williamson hybrid nano-liquid is
addressed. The numerous form parameters, as well as Buoyancy
force, Joule heating, and heat generation/absorption parameter
with heat radiation, are considered in the current investigation.
The hybrid nano-liquid is collected of two different
nanoelements CuO and TiO, combined with a standard fluid
water. Thermal equilibrium is assumed for the hybrid nanofluid’s
characteristics. Figure 1 depicts a simplified representation of
the flow formation model with the nanosized particles form in

Incoming Shear Flow
P —— Hybrid Nanofluid
Ug(¥) = Ba¥ T
7 Suction/Injection
EEAESNEFNEEEARES,
EEEEEIERLEEEEEEEE

uy(x), Ty

Figure 1: Physical illustration of the flow issue combined with the refer-
ence frame.

)

the cartesian arrangement, where the coordinate X-axis runs
similar to the sheet’s surface and the coordinate Y-axis is erect
to it. The flow is continued infinitely along the Z-axis (span-
wise) in the schematic picture, indicating that it is established.
As a result, we search for various outcomes with velocity
profiles that are not constrained by the direct X-axis. As the
sheet’s surface is strained and narrowed in +ve and -ve X-axis
with an adjustable velocity, u (x ) = ﬂj/ 3\/%;)6 ) ,»Where A
is the unvarying stretching/shrinking parameter. Furthermore,
the +ve and -ve amount of the parameter A, cause the sheet’s
surface to stretch and shrink, respectively, whilst the zero value

relates to a stationary sheet.

Furthermore, the nonuniform movement of the free-
stream or ambiance from the sheet (no viscous flow) is
assumed to be modelled by [1, 25].

u,(y)= By

Where, 8, is a positive constant that might be anything.
Also, assume that v_(x) represents transpiration or permeable
velocity, and that v (x) < 0 represents injection or blowing,
and v_(x) > 0 represents suction, respectively. 7| and 7" stand
for surface continuous temperature and far-field (no viscous
flow) temperature, respectively. The required leading relations
for the investigated energy and fluid flow dynamics, under the
stated caveat, are as follows [15, 22, 25].

1

Equation of continuity
@ + @ =0 (2)
ox 0oy

Equation of velocity

cu cu
p]:bnf[u_+ V_] =
ox Oy 3)
& u &’u
ﬂ]nb}gf‘[eyz &+ ﬁl— ayész + O'Jm;thzlu +2 (PBT ):;buf(T =L )
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Equation of temperature

oT T
C e L] WD
(P P)r:bff[uax +V5yJ (4)

T &q,
hbzf? = g + O'thﬁuz +Q,(T~T,)
The physical boundary conditions [1, 19] for the present

condition are as tracks:
u=Au, (x);v=v,(x)T=T,(x)aty=0

ou Ou
— >

ay

'The factors of speed in the reliable directs of Y-axis and
X-axis are denoted by v (m/s) and u (m/s), respectively, here T
(K) is the fluid’s temperature and T is the time constant.
Furthermore, hbnfviews for hybrid nano-liquid, Bf depicts for
base fluid, (ﬁCp o depicts the heat capacity of the hybrid

0

;T—>T, aty=o0 (5)

nano-liquid, B, (Tesla) stands the strength of magnetic field,
the gravitational acceleration is g,0,, . depicts the electrical
conductivity, B, > depicts for the thermal expansion
coefficient, £, ; depicts the thermal conductivity of the hybrid

nano-liquid, p,, fdepicts the density of the hybrid nano-liquid,
and p,, ; denotes the hybrid nano-liquid’s dynamic viscosity.

Here, C_ depicts for the specific heat at continuous

pressure, @, =@ stands for the volume fraction of CuO,
o, = @, stands the volume fraction of TiO, and Ky
Hyp Dy and g stand for the thermal conductivity, dynamic
viscosity, density, and electric conductivity of the regular fluid,
respectively. The subscripts Bf, CuO, and TiO, denote the
amounts of base fluid, copper oxide nanoparticles, and titanium
dioxide nanoparticles, respectively. Therefore, table 1 holds
data of the working pure fluid as well as twice nanomaterials.
Table 2 shows the (TiO,-CuO/water) hybrid nanoparticles’
physical properties. Table 3 also highlights the several shape
teature coefficients and different figures of nanoparticles.

The next to last term in relation (4), where q_ shows
the radiative heat flux and is described using the Rosseland
estimate, denotes thermal radiation [15, 25].

* ~d
—40 0T ©)
q, = *
3k oy
Here, ¢ is the Stefan-Boltzmann constant and k' corresponds
to the coeficient of mean absorption. Now, with the Taylor
series for the term T* at T_ and disregarding the high-order
terms in estimation, the last form may be found. Where T4
is a linear connection of temperature through Taylor’s series
expansion about T'_ and forgetting advanced terms, thus:

T* ~4T'T - 3T} @)
In the existing work, we may solve our work by
taking the next dimensionless quantities [1, 25].

. ~
Table 1: The formulae and limits for the hybrid nano-liquid in the system of equations.
Thermal properties Hybrid nanofluid
i kirb}gf
Thermal Diffusivity iy =
( P C P )Frbnf
gy 1
Viscosi T 1 . . 33
v Hyy (1—¢Cuo_¢nq)
Y hbnf 1% i pﬁ 9
Density — =gCu0=2 + Pro, & (1* beuo — Pro, )
Psy Psr Py
pC C pC
Heat Capacity ( p)kw =Peuo (PCP)ag + e, ( P)m}‘ + (1*'?50”0 — g, )
(pCP)Ef (pcp)}?f ( P)Bj
pB (PBr)
Thermal Expansion ( T)Mmf =0 (pPBr)e,o + o, o (1—‘?}@0 — o, )
(pBT)gf (pBT)Ef ) (pBT)gf .
e kg, + (M —1)ky — (M —1) o, (kiyf‘ *kr;o:)
it Cof
Fpg, + (M =)k, + ¢ (K, —kyp, )
Thermal Conductivity
kc"o + (M _1) ka _(M_ 1)%0 kBj _kc"o)
Where, k£, = 3
kCHD =h (M_ 1) kEf + ‘?jcw (ka T kmfo)
—__ Gro, +(M =1)0, —(M—1)po, (C’nf _G;no:)
#n, G, +(M=1)0,, + s (cr”f —0pp, ) k4
Electrical Conductivity
Wh Ot (M-1) Oy —(M-1)¢., (O—Sf - gcm;)
ere, o, = T — r
ot )G.W +¢C~D(Gz‘:’f Gc'na)
N )
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u= BV f () = PV Pr0() = ——=
and v
v==(3) BN 2 ()= ()] ®

'The prime stands for differentiation about the pseudo-
similarity variables, and the nonuniform motion at the sheet’s
porosity shrinking/stretching surface is labelled as:

Vw (X) — _(2/3) 1/3 2/3x—1/3SA

4 Var
Here, §, denotes the mass flux feature, with §, > 0and §,< 0
consistent to suction and blowing, correspondingly, and §, =
0 corresponding to an impenetrable sheet surface.

9)

With the similarity variations equation 8, produce
controlling equations 2 to 4, where the continuity relation 2
is totally satisfied and the other equations accept the non-di-
mensional form exposed below:

3M(1+ WE )" (£')° + 2t 3 T[T g

phb}j/pg phb;f/pr
(PBr ), /(PB1) (10)
+3 ke f/ ke G0=
thzf/PBf
30"
——————— (ke ks ) +(4/3) Nr ) + 260"
PV(PCP),M/(PCP)BY(( sy )
MEcMu(f'ZJr;QG:O (11)
(pCP )muf/(pcp )fy ) (pCP )Mnf/(pcp)ﬁf
With the limit circumstances in issue:
f(O :S“_{,f'(O)ZAA,Q(O):—l an=0 (12)

f'() >L6(x0)>0atn—>o

The Williamson fluid parameter (W), Hartmann number
(Mn), local Grashof temperature number (GT), Eckert
parameter (Ec), heat generation/absorption parameter (Q),
Prandtl parameter (Pr), and radiation parameter (Nr) are all
terms used to describe the participation of non-dimensional
limits in equation 10 and equation 12. These variables are
stated numerically as:

o, Bx
w=-2B,, Mn= "
PrelPy

(8 )y (T, -T.)

G = ﬁjjrsvé}fsx—:l,rs 4
/313113

T ﬁ:’ VX ,

(Cp)af (T' —Tw]
(pCPJw‘

v 46717

Pr=-"and Nr=—22
ey 3kgk

Table 2: (TiO,-CuO/water) hybrid nanoparticles’ physical properties.

Physical features Water CuO TiO,
p 997.1 6510 4250
C, 4179 540 686.2
K 0.613 18 8.9538
o 0.5x10° 5.96 x 107 2.38x10°
Br 21x10° 0.85x10° 09x10°
P 6.2 - -

-
Table 3: The form factor coefficient (M) for a variety of nanoparticle shapes.

Nanosized particles Figure factor (M)
Sphere 3
Cylinders 4.9
Blades 8.6
Lamina 16.1576

The skin friction and heat transference rate are the physical
parameters of engineering significance, and they are described

Tw .
as tracks: The skin frictions € = pyit» and the Nusselt number is
well-defined asNu =—>dv

kB/ (TL - Tuo)

The shear stress 7, is expected by

w = Hipnp Py \/5 oy .

C, Rei/z = :uhbnf/’uBf [f"(()) * (W/Z)(f"(O))z}

The heat transference rate ¢, is assumed by

, we get

or

ko=
hbnf oy .

Nu Re'* = —[(kh,mf [k )+ (4/3)Nr}0'(0)’

Where, Rp = 2w
X

q,= + (qr )y=0 , we get

is the Reynolds number.

v Bf

Results and Discussion

Some of the most essential uses of the current physical
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model are examined in depth. The stretching sheet is used [ R
to cool incessant floorings or filaments by dragging them . iri.l-:-_;u = : ; : i E .

. . . . . . B
over a calm liquid in the fields of polyvinyl chloride, pipe 78, =250 : l’:‘r:,:
manufacture, wiredrawing, metal forming, hot progressing, |9, =100 Py S
and so on. In manufacturing uses, the problematic heat of T -:--::g-’-:"**;'

mmmam M A | =

transference flow linked to the extending surface is critical,
for example, in metallurgical procedures such as copper wire
tinning and annealing, illustration of incessant filaments, and
producing of rubber and plastic sheets through calm fluids,
fibre revolving and continuous freezing, and crystal rising, as
well as a wide range of other engineering development.

The influence of numerous elaborated physical numbers

volume fractions of nanomaterials ¢T,-02 and @, suction
parameter S,, shrinking parameter A,, Weissenberg number
W, radiation parameter Nr, Hartmann number Mn, local
Grashof temperature number G.,, Eckert number Ec, heat
generation/absorption parameter Q, and Prandtl number Pr
on momentum profile, temperature profile, skin friction f”
(n) in the entire boundary layer area, skin friction, and heat
transference rate is confined in the arrangement of numerous
images for the water-based CuO-TiO, fluid from figures 2
to figure 27. Throughout the text, we have used the paucity

amounts of the constraints, such as ¢Ti02 =¢2 =0.035

and @, =@ =0.025,S, =2.00,1, =-0.1, W = 0.1, Nr
=0.1,Mn=0.5,G.=0.1,Ec = 0.1,Q_=0.1,and Pr = 6.2 to
compute the results. Following the simulations, we discovered
that the impact of form factors on gradients, motion profiles,
and temperature profiles. As a result, we created three figures
(Figure 2 to figure 4) to show the effect of various form
parameters on motion profiles, gradient, and temperature

formulations, whereas the relax of the pictures were created
for the blades M = 8.6.

Figure 2 to figure 4 show the influence of various form
factors M and mass suction S, on dimensionless velocity,
shear stress, and temperature versus the pseudo-similarity
variable 1. When M increased, the solution drops in velocity
and shear stress formulations while increasing in temperature
formulation. Furthermore, for both velocity and shear stress
profiles, solutions are lower for the figure lamina M = 16.1576
and greater for the shape sphere M = 3, although the opposite
trend is seen in temperature formulation. More specifically,
the temperature graphs, the separate influence of form
parameters can increase thermal conductivity and enhance
heat transference rate, giving sureness that the temperature
formulations are created higher.

Figure 5 and figure 6 show the effect of W on f(n)
and f'(n) dispersed throughout the full spatial domain for
solution versus the pseudo-similarity variable m, respectively.
The Williamson number is the fraction of relaxation time
to process time, a decrease in the process’s particular time
will raise the Williamson number, suggesting a decrease in
the velocity field. Figure 6 depicts how the profile of (1)
in the solution uplifts owing to W. Figure 5 depicts the
decline velocity formulation for n < 1.5 and upsurge velocity

Sfeme=M=LE
—_— MBS
= 4
- =

8, =30, 150, 300
iy W OIS, b, = BOGE, A, = 0T, 1
Profi Mamp5 WG sNredisEond
1] 1 2 3 d 5 & T ]

R
Figure 2: The formation of M and §,£* (1) field.
S J
s N
1.5 ; ; : . g = :
é, = 0028, &, = 0.038, 3, = 0.1, Pru 6.2,
MnedSiWeE sMHrsdlsEoeQ
3 b s A
----- Mo
LR LT
2.5 M= W ARTE
z

1.5

J
e N
1,2 7 7 T T T T T
— Mul
_____ Medd
LI T
1 — M= ST
§, =20
o8 Elll!ll
T 2 §, =1
= . =
: r‘_.
04F %\ 4
8, =100.29 300 "y =
0.2
d-‘ ] D.H!.g-t = 0,035, .J.-‘- 4.1,
PlllJ‘.IﬂlI.!-.'l'l'lﬂ.llﬂ'lﬂ.'lIEEIEI

]
| 1 F) 3 4 ] & T B
L

Figure 4: The formation of M and of §,8 (1) field.
S
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~
B T T T T v -. T
W
5
T 4
= 3
=

M= B8, 4, = 0OTE, ¢, = 0035, 4, = 0.4, Pr= B2,
$,=2.00,Mn =05 NreG, =018 =0

o 1 2 3 4 5 B T B
T —

Figure 5: The formation of Wf* (1) field.
o

I

1.4

M= BE, & w005 &, = 0035, A, = 0.0, Pregd,
8, = 200, Mn = 0.5, Nr= G, = 0.0 = Ec = @

Figure 6: The formation of W {° () field.
o )

formulation for n > 1.5 of the growing W. Figure 7 to figure 9
show the impact of GT on f'(n), f'(n) and temperature profiles
dispersed throughout the full spatial domain for solution vs
the pseudo-similarity variable 1, respectively. As can be seen
in figure 7, the velocity profile grows larger in favor of larger
values of G... Augmentation in G quantities (G, > 0) tends to
create buoyancy forces in the flow zone, which accelerate the
motion of viscoelastic CuO-TiO,/water hybrid nano-liquid
at the side of the surface. Figure 8 depicts how the profile of
f'(n) uplifts owing to G... Figure 9 shows that the relationship
between temperature and Grashof number G, is the same,
i.e., the big value of Grashof number Gr causes an increase in
temperature distribution (Figure 9).

Figure 10 to figure 12 depict the effect of Mn on f'(n),
f’(n), and temperature formulation vs the pseudo-similarity
variable 1, respectively. Higher magnetic field levels resulted
in increasing frictional forces, which forced the fluid
velocity (Figure 10) to decrease. The temperature (Figure
12) is increased by reason of Lorentz production induced by
increasing magnetic field parameter values. Furthermore, the
magnetic fleld parameter increases the temperature because a
considerable quantity of energy is stored in the fluid. When the

magnetic parameter Mn grows, the solution in figure 11 also

o M= B, b, = 082S, .p‘-nu.'.s. Ay 4.1,
Pregld 5, 200 Masg MraWsfl=Ec=Q
A : - ; - 5 5 3
i 1 2 3 4 -] -] T B
[ —
Figure 7: The formation of G..f* () field.
N\
-
3 r T T T v v T
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G, =05
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M= a6, L 0.028, d-:_-ﬂ.ﬂll. .5._‘ w0,
T 3t Prw @, 5, =200, Moo= 05 Nr=We1=Bc=0)
®.n 0, =0.1,85,1 ]
=

) —p

M= B8, ¢, = 0025, &, = 0.035, 3, = 0.1,
Pre62,5, =200 Mn=05 Nr=W=0.1=Ec=Q

]
o 1 ¥ 3 L] -] -] T B
[ ——

Figure 9: The formation of G..6 () field.
N\

describes the growing shear stress. Figures 13 to figure 15 depict
the effect of S, on f(n), '(n), and temperature formulation
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Figure 12: The formation of Mn 6 () field.
. J

dispersed throughout the full boundary layer section of the
TiO,-CuO/water fluid vs the pseudo-similarity variable m,
respectively. As can be observed in the figure 13, the velocity
components improve as the suction parameter S A 18 increased,
resulting in a narrower momentum barrier layer. The influence
of the suction parameter S, raises the temperature graphs, and
consequently, the thickness of the thermal boundary layer. In
this area, the normalised momentum barrier layer is thicker. In

o M= BE, 4 = 0ODE, 4, = 0.008 4, =01,
Prom 6.2, W Mew Gow 01 = (g O, i =05

o 1 2 -1 4 -] & T ]
—_—

Figure 13: The formation of § f* (1) field.
.

J

addition, the solution holds the normalised velocity profile’s
convergence criteria at infinity (Figure 14). Figure 16 to figure
18 depict the effect of A, on f(n), f'(m), and temperature
formulation dispersed throughout the full spatial domain for
solution versus the pseudo-similarity variable 1, respectively.
In figure 17, the shear tress upsurges, while opposite flow is

shown in figure 16 and figure 18.

Figures 19 to figure 21 depict the effect of temperature of
Nr, Q,and Ec dispersed throughout the full spatial domain for
solution versus the pseudo-similarity variable m, respectively.
Figure 19 depicts the upsurge velocity formulation for n < 0.7
and decline velocity formulation for n > 0.7 of the growing
Nr. The influence of the growing Nr, which enhances thermal
conductivity, causes the heat rate of flow at the surface to
accelerate. As a result, temperature profiles emerge in the
boundary layer area. Consequently, of the increased influence
of Nr, the thermal boundary layer fatness improves. Figure 20
depicts the impact of the heat source factor Q_on the non-
dimensional temperature distribution. Temperature rises
when the strength of the heat source fluid grows owing to
an increasing thickness of the thermal boundary. Figure
21 displays the nature of thermal graphs for many values
of the Eckert number Ec. Practically, a rise in Ec enhances
fluid friction, which causes fluid particles to collide more
frequently, generating heat energy in the medium. As a result,
as the Eckert number is enlarged, the width of the thermal
boundary layer grows.

Figures 22 to figure 24 depict the effect of ¢, = ¢, on f'(n),
f'(m), and temperature formulation dispersed throughout the
full spatial domain versus the pseudo-similarity variable 0,
respectively. Figure 24 shows the upsurge temperature profiles
in response to the substantial influence of equal volume
fraction of nanomaterials (i.e., ¢, = ¢,). On nanoparticles, the
temperature profiles and volumetric fractions follow the law
of direct connection. As a result of the larger influence of ¢,
and ¢,, the temperature is displaying an upsurge behaviour.
Furthermore, because of the greater nanomaterial volumetric
fractions, the thermal conductivity of the hybrid nano-liquid
enlarges, subsequent in a quicker heat transfer rate in response
to changing temperature profiles. While the velocity and shear
stress profiles reduced with upsurge ¢, = ¢,.
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Figure 25 to figure 27 depict the velocity, shear stress, and
temperature shapes of increasing volume fractions of CuO
and TiO, nanoparticles. In which, we see the temperature
formulation increases while opposite behaviors are shown for
velocity and shear stress formulations. Table 4 shows the skin-
friction and Nusselt number impressions with dimensionless
parameters.

The findings of the shear stress for the limited situation
of the reducing parameter A, < 0 have been coordinated with
the outcomes of [12, 25] to support the validity, correctness,
and exactness of the careful mathematical system. The
mathematical results are provided in table 5, which shows
an amazing fit and harmony with the available results, giving
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Figure 21: The formation of Ec 6 (1) field. ’ ),
Grashof temperature, Eckert, heat source/sink, and Prandtl,
. radiation, and shape factors assigning hybrid nanofluid. The
#y: @y = 0008 - findings demonstrate that a hybrid nano-solution is possible,

which may be described by using certain influencing factors.

*  Only when the sheet shrinks to a particular size do the
answer show.

e 'The friction coefficient is reduced, and the heat
transference rate efficacy is improved as the volume
fraction of nano materials increases in a hybrid nanofluid

flow.
o B, A, w0, Frs 82 8, =260, . . .
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[— ) . . . .
! * 'The friction factor increased as GT and SA improved,
Figure 22: The formation of ¢ b " (77) feld. but increasing W and Mn had the reverse effect.
Cu0> 7'TiO, . . .
L ) * In the future, we will expand this flow model to include

the various types of geometry like as Riga plate, cylindrical

us further confidence that the results in the current study are sheet etc and the convective heating scenario.

quite exact.
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